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INSTALLATION INSTRUCTIONS

SEAMLESS FREESTANDING BATH

EVOK 2.0 2.0

�

�

�

�

This instruction contains important information
concerning installation of acrylic freestanding bath.
Please read these instructions carefully to
familiarize yourself with the required tools, materials,
and installation sequences. Follow the sections that
pertain to your particular installation. This will help
you avoid costly mistakes. In addition to proper
installation, read all operating and safety instructions.
All information is based on the latest product
information available at the time of publication.
Kohler China Ltd. reserves the right to make
changes in product characteristics, packaging, or
availability at any time without notice.
These instructions contain important care, cleaning,
and warranty information-

.
please leave these

instructions for the consumer
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PRODUCT REQUIREMENTSPRODUCT REQUIREMENTS

A. Summary Of Key Requirements

Observe all local plumbing codes.

Install the unit to a level subfloor.

Provide properly-dimensioned framing.
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B. Product Inspection

Carefully unpack and inspect the bath for damage.
Leave all materials in the carton during constructions to
prevent damage.

B.

C. Clearance Requirements

Check the roughing-in and room dimensions to provide

adequate available space for the bath unit.

C.
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INSTALLATION REQUIREMENTSINSTALLATION REQUIREMENTS

A. Tools Required
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Adjustable pipe wrench

Rule

Level

Safety shoes

Safety glasses

Square

Screwdriver

Pliers

Utility knife

B. Materials Required
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Plumbers putty

Wall coverings, as necessary

Silicone sealant

A.
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Old Bath
Floor Protection Boards

SITE REQUIREMENTSSITE REQUIREMENTS

A. Old Bath Removal (If Applicable)

Disconnect the drain at the trap. Remove the old wall
material. Slip boards under the old bath feet to protect
the floor, and slide the old bath out of the recess as
illustrated.

A.

B. Subfloor Preparation

Check the floor under the bath, and make repairs as

needed. Make sure the subfloor is level.

B.

BEFORE INSTALLING UNIT

A.

B.

A. Your new bath has been manufactured to the
highest possible standards, it has been factory tested
and approved.

B. Protect the Bath Unit
Position a protective covering or similar material in the
bottom of the unit. Be careful not to scratch the bath
surface.

NOTES:
1. Flush the water supply pipes thoroughly to remove

debris.
2. Inspect the supply tubing for damage. Replace as

necessary.
3. Observe local plumbing codes.

1.

2.

3.
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INSTALL THE BATH

If the subfloor is not level, make repairs as need. Make
sure the subfloor is level.

1) Unpack bath shell and skirt and check for any
transit damage prior to installation.

2) Position the bath in the desired location in the
bathroom.

3) Check that the plumbing can be connected to the

bath when in the desired location.

1)

2)

3)

4)

5)

7)

8)

4) Adjust the feet to give a level bath and the distance
from the feet to the top of the bath should conform
to the roughing-in.

CAUTION: The weight of the baths

should be supported by the feet.

5) With the skirt attached to the bath, connect the
plumbing to the bath.

7) Fill the bath with water and test for leaks.

8) Apply a thin, continuous bead of clear or color-

matched silicone sealant to the seam between the

bath and the finished floor after water leakage test.

Illustrations shown may not look like your actual

product but they still apply to this installation.

Drain Seal on the bath

Floor

Drain Pipe

6) Ensure a seal on the bath drain and the floor drain. 6)

This nut is removable to change the direct of drain pipe is nessory.

Ensure no leakage after change the pipe direct.

Apply sealant
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CLEAN-UP AFTER INSTALLATIONCLEAN-UP AFTER INSTALLATION

When cleaning up after installation, do not use abrasive
cleansers as they may scratch and dull the surface.
Use warm water and liquid, non-abrasive detergent to
clean the surface.

Stubborn stains, paint, or tar can be removed with
mineral spirits. Do not use cleaners containing solvent.
Plaster can be removed by scraping with wood edge.
Do not use metal scrapers, wire brushes, or other metal
tools. One of the powder type detergents may be used
on a damp cloth to provide mild abrasive action to the
residual plaster.

A.

*

* 2

Mequiars 28 ( ) (
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IMPORTANT CONSUMER INFORMATIONIMPORTANT CONSUMER INFORMATION

A. Consumer Responsibilities
Cleaning Acrylic Surfaces: Do not use abrasive
cleansers on any acrylic surfaces, as they will scratch
and dull the surface. Wipe out the bath after each use
to prevent a build-up of soap and scum.
If the acrylic surface becomes dull, an automotive type
rubbing compound may be used on the unit, followed
by an application of paste wax.
We recommend:

Rubbing compound mequiars mirror glaze 28 metal
polish (import product) or "green oil".

*

*
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